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TREE PROTECTION GUIDELINES

All remaining trees are to have a tree protection zone (TPZ) established before

commencement of any construction or delivery activities.  The following

guidelines are to be observed and practiced during all construction activities.

· Access is to be restricted into TPZ's with   readily visible temporary tree

fencing along the LOD which completely surrounds the protected areas of

retained trees.  Fences shall be constructed of chain link and be at least 4

ft tall, constructed using pier block, and major roots should be avoided

while staking.

·  Highly visible signs spaced no further than 15 feet shall be placed along

sides of the TPZ fencing.

· Construction materials or supplies, soil, debris, vehicles, and equipment

are not to be parked or stored within TPZ.

· TPZ fences must be inspected prior to the beginning of any construction

activities.

· Assess crew and contractor penalties, if necessary, to keep the TPZ's

intact.

· Check the integrity of TPZ fences weekly, and repair or replace as

needed.

· Wood chips should be used if possible to spread above root zones within

the TPZ's to a depth of 6-8 inches for temporary protection.

· Cement trucks must not deposit waste or rinse out trucks in the TPZ.

· Avoid grade changes or trenching within or near the TPZ.  If it is

unavoidable, then follow the guidelines below.

· TPZ's may only be moved or accessed with permission from City Officials,

and any work done within TPZ's must be done with a certified arborist

present.

· If roots need to pruned, they should be cut with pruning saws, made flush

with the side of the trench.

· Trees should be watered twice a week if construction is to take place

during hot summer months.

If excavation occurs within the driplines of trees scheduled for retention, the

following procedures must be followed to protect them:

· The contractor shall verify the vertical and horizontal location of existing

utilities to avoid conflicts and maintain minimum clearances; adjustment

shall be made to the grade of the new utility as required.

· The inner root zone shall not be disturbed or cut (inner root zone = half

the drip line radius).

· ISA Certified arborist must work with equipment operators during

trenching/ excavation.  The Arborist should have a shovel, hand pruners,

loppers, handsaw, and a sawsall.

· If roots one inch or larger are damaged by equipment, the Arborist shall

stop the equipment and have the dirt excavated by hand until the root can

be cleanly cut.  A clean straight cut shall be made to remove the damaged

portion of root, and if possible the roots should be covered in moist burlap

until recovered with dirt the same day.

· Boring or tunneling under roots of existing trees is a viable alternative to

trenching through roots.  It shall be performed under the supervision of an

ISA Certified Arborist, and no roots 1 inch in diameter or larger shall be

cut.

· The grade shall not be elevated or reduced within the critical root zone of

trees to be preserved without the Planning Official's authorization based

on recommendations from a qualified professional.  The Planning Official

may allow coverage of up to one half of the area of the tree's critical root

zone with light soils (no   clay) to the minimum depth necessary to carry

out grading or landscaping plans, if it will not imperil the survival of the

tree.  Aeration devices may be required to ensure the tree's survival.
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